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•Duplicating silicone and accessories   
  

 

Item no.: Fig. Name of the item
656060 1 WaSil soft 2 x 1 kg 

component A / B 

656061 2 WaSil soft 2 x 6 kg 
component A / B  

656062 no fig. WaSil soft 2 x 25 kg 
component A / B  

WaSil soft
Addition-vulcanizing duplicating silicone, 1:1
Recommended for duplicating with conventional flasks.

■ high reproduction of detail graphic accuracy 
■ easy model removal caused by reduced hardness
■ suitable for mixing with dosing units
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Technical information
Mixing ratio 1 : 1  
Vacuum mixing 40 sec.  
Working time at 23 °C > 5 min  
Curing time 23 °C   30 - 45 min  
Tear strenght (DIN 53504) ca. 1.8 N/mm2  
Elongation at tear (DIN 53504) ca. 220 % 
Tear-growth resistance (ASTMD 624 B) ca. 3.0 N/mm2 
Hardness Shore A   16–18 
Colour yellow
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Accessories

Mixing canulas
Item no.: Fig. Name of the item
622002 3 Mixing canulas 1:1, Ø 5.4 mm 

inside, pink, 100 pieces, 
for dosing and mixing unit 
Sidomix and similar units

Adapter-set
Item no.: Fig. Name of the item
172634 4 Adapter-set,

for 2 x 1 kg-cask

172636 5 Adapter-set,
for 2 x 6 kg-cask

Material cask
Item no.: Fig. Name of the item
172640 no fig. Set material cask with quick 

fitting coupling, 2 x 2 liter

Stand
Item no.: Fig. Name of the item
172631 no fig. Stand small, 

for 2 x 6 kg-cask

172632 no fig. Stand tall, 
for 2 x 25 kg-cask

Hoses
Item no.: Fig. Name of the item
172633 no fig. Connecting hoses complete, 

2 pieces
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Item no.: Fig. Name of the item
656070 1 WaSil speed 2 x 1 kg

component A / B    

656071 2 WaSil speed 2 x 6 kg 
component A / B  

656072  no fig. WaSil speed 2 x 25 kg
component A / B  
  

WaSil speed
Addition-vulcanizing duplicating silicone, 1:1
for the adhesive tape and flasking techniques 

■ easy and economical dosing
■ suitable for mixing with dosing units
■ ideal low viscosity
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Technical information
Mixing ratio 1 : 1  
Vacuum mixing 40 sec.    
Working time 23 °C 3–4 min  
Curing time 23 °C   10 min  
Tear strenght (DIN 53504) ca. 2.2 N/mm2  
Elongation at tear (DIN 53504) ca. 310 % 
Tear-growth resistance (ASTMD 624 B) > 6.5 N/mm2 
Hardness Shore A   > 24
Colour turquoise

Accessories

Mixing canulas
Item no.: Fig. Name of the item
622002 3 Mixing canulas 1:1, Ø 5.4 mm 

inside, pink, 100 pieces, 
for dosing and mixing unit 
Sidomix and similar units

Adapter-set
Item no.: Fig. Name of the item
172634 4 Adapter-set,

for 2 x 1 kg-cask 

172636 5 Adapter-set,
for 2 x 6 kg-cask

Material cask
Item no.: Fig. Name of the item
172640 no fig. Set material cask with quick 

fitting coupling, 2 x 2 liter

Stand
Item no.: Fig. Name of the item
172631 no fig.. Stand small, 

for 2 x 6 kg-cask

172632 no fig. Stand tall, 
for 2 x 25 kg- cask

Hoses
Item no.: Fig. Name of the item
172633 no fig. Connecting hoses complete, 

2 pieces
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